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Introduction

Mobile FliteDeck is a mobile electronic flight bag (EFB) solution designed for general and business aviation 
pilots and flight crews. This document describes system requirements, updates, resolved issues, and known 
limitations for Mobile FliteDeck 3.0.1. 

Additional References

Jeppesen provides detailed, task-oriented training and documentation on the 
Mobile FliteDeck Customer Support Portal page. 

Help is also available from within the app by tapping Settings > Help from the 
Mobile FliteDeck toolbar.

Technical Support

Jeppesen provides technical support 24 hours a day, 7 days a week at:

• North America Toll Free: 800-537-7225

• United States Direct: 303-328-4170

• United Kingdom: 44-1293-842407

• Australia: 61-73105-9450

• All Other International: 49-6102-507004

• Email: navsupport@jeppesen.com

•  Mobile FliteDeck Customer Support Portal page 

About the Initial Download

Mobile FliteDeck is released through available Apple distribution models. Only 
one version of the app can be downloaded to the iPad at a time.

Mobile FliteDeck requires an initial data download to use the app outside of the 
Demo mode. The Mobile FliteDeck app and data, including subsequent data 
updates, requires 2–6 GB of available storage capacity on the iPad. The variability 
in the storage capacity requirement is related to the size of your coverage area. 

Compatibility Statement

Mobile FliteDeck 3.0.1 is compatible with iOS 12.0. The minimum operating 
system is iOS 11.4. Mobile FliteDeck tests against, and supports, iOS English 
(U.S.) language.
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Jeppesen iOS applications are continually modified to improve performance and 
to be fully compatible with the most recent Apple iOS and iOS devices. 

Check the Mobile FliteDeck Customer Support Portal page for any updates to this 
compatibility statement.

Devices Supported

Mobile FliteDeck is supported on the following devices.

NOTE:  The iPad Air 2 and later models are recommended devices.

About App Updates

When Mobile FliteDeck is updated from one version to another, the app preserves 
the following information:

• Customized Mobile FliteDeck global settings under user control, including 
registration and account information

• Any saved flights

Released Model Display Size

March 2018 iPad 9.7-inch

June 2017 iPad Pro 10.5-inch

June 2017 iPad, 6th generation 9.7-inch

March 2017 iPad, 5th generation 9.7-inch

March 2016 iPad Pro 9.7-inch

September 2015 iPad mini 4 7.9-inch

October 2014 iPad mini 3 7.9-inch

October 2014 iPad Air 2 9.7-inch

October 2013 iPad Air 9.7-inch

October 2013 iPad mini 2 7.9-inch

September 2012
iPad, 
4th generation

9.7-inch

TABLE 1: Mobile FliteDeck 3.0.1 compatible devices
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Connectivity Considerations

Mobile FliteDeck requires a reliable Internet connection to perform many of its 
capabilities. 

Data Downloads

An Internet connection is required to download and update data. When updating 
data, note the following: 

• The time necessary to download and perform data updates depends on the 
speed of your Internet connection and size of your coverage area. 

• Ensure that you allow for the necessary time to complete the update before 
beginning the update. 

An Internet connection is also required to download and update flight plan routes 
and recently cleared routes that you may want to import.

Flight Info Sharing

To share Mobile FliteDeck flight information between iPads that are nearby, Wi-Fi 
must be enabled in iPad Settings on both devices. 

About GPS Position Information

Ownship position is based on the built-in iPad GPS, or external GPS device that 
may be used. Mobile FliteDeck displays GPS source at the bottom of the GPS 
Status popover.

When ownship is set to display, Mobile FliteDeck displays the GPS Status button 
on the toolbar. 

Mobile FliteDeck alerts you when the minimum GPS accuracy requirements are 
not met by: 

• Displaying an amber badge on the GPS Status button;

• Removing the ownship symbol from the map or chart, if set to display; and

• Removing the Present Position button from the map.

The minimum GPS accuracy requirement to display ownship is:

• Enroute map = 600 meters

• Approach charts = 200 meters

• SID and STAR charts = 200 meters

• Taxi (10-9) charts = 25 meter
© 2018 Jeppesen, All Rights Reserved Mobile FliteDeck Release Notes
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What’s New in Mobile FliteDeck 3.0

In addition to general performance improvements, the following functionality is introduced with the 3.0.x 
release:

•   The Route List (Smart Notes)

•   Integrated Publications

•   Display of Organized Track Systems

•   Improved SID and STAR Entry

•   Display of Ownship on SID and STAR Charts

•   GPS Minimum Accuracy Requirement Improvements

•   Ownship Refinements 

•   Additional Highlighting Color

•   Lock Screen Notifications

FIGURE 1: What’s New in Mobile FliteDeck 3.0.x
© 2018 Jeppesen, All Rights ReservedMobile FliteDeck Release Notes
4



Mobile FliteDeck Release Notes
What’s New in Mobile FliteDeck 3.0
The Route List (Smart Notes)

The Route List, also referred to as Smart Notes, dynamically elevates route-
based navigation objects from the enroute map and filters it to the context of your 
flight - minimizing your need to interact with the app during flight.

Key information in the route list includes: operational notes, such as prior notifica-
tions, CPDLC logins, comm sector frequencies, and compulsory reporting points. 

All are presented as they occur along your route - filtered by direction, applicability 
to specific FIR sectors, as well as entry and exit from a given airspace. 

About the Route List
The top of the Route List corresponds with the beginning of your route. 

Operational notes are numbered when the object to which they are associated 
intersects with the route corridor. The numbers start with 1 at the origin and 
increment in ascending order as you progress toward the destination.

You can scroll the list by dragging your finger up and down the list. You can also 
set the Route List to scroll along with the moving map by enabling Moving Map in 
the Mobile FliteDeck global settings.

When the list scrolls, objects within a FIR boundary slide up underneath the FIR 
row in the list. When the last object for that FIR scrolls under the FIR, the next FIR 
scrolls to the top.

 If you modify your route, the Route List refreshes and any numbered notes along 
the route might become renumbered. 

NOTE: Any permanent user waypoint or object that intersects with the route 
corridor that has an operational note associated with it will be identified in 
the Route List with an “Off Route” label.

Showing and Hiding the Route List

To display information in the Route List, you need to enter two or more points in 
the Flight Drawer. 

 To show and hide the Route List:

1. Tap the Route List button from the Mobile FliteDeck control bar while viewing 
the Enroute map.

Mobile FliteDeck displays two tabs when you tap the Route List button from the 
enroute map: Route and Pubs. Mobile FliteDeck opens to the last viewed tab.

2. Tap the Route tab, if it is not already selected. 

To collapse and expand the Route List over the map, swipe the handle at the 
bottom of the list up and down.
© 2018 Jeppesen, All Rights Reserved Mobile FliteDeck Release Notes
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Viewing the Route List with Moving Map 
When Moving Map is set to ON in Mobile FliteDeck global settings, and minimum 
GPS requirements are met, the Route List scrolls as the ownship position passes 
over navigation objects on the map.

As the ownship position passes over an object in the Route List (such as 
waypoints, navaids, etc.), that object slides under the FIR listed in the Route List.

When Moving Map and Display Ownship are both set to ON and the minimum 
GPS accuracy requirements are met, Mobile FliteDeck indicates the next active 
point along your route with a vertical magenta line.

NOTE: When Moving Map is enabled, any action that pans the map stops it from 
moving. Tapping the Present Position button from the enroute map 
resumes the Moving Map.

Adjusting the Route Corridor
The route corridor is the shaded area on each side of your route that is displayed 
in the Route List. 

The width of the route corridor determines how much information displays in the 
Route List. When the corridor is wider, more information appears in the Route 
List. When the corridor is more narrow, less information appears in the Route List.

 To resize the width of the route corridor:

1. Tap the Settings button from the Mobile FliteDeck toolbar.

2. Tap the Route Corridor flyout.

3. Slide the bar to the right or left to adjust the setting. Values range from 0 to 100 
NM over land, and 0 to 200 NM over ocean.

You can adjust the route corridor with or without an active flight in the Flight Info 
drawer.

NOTE: The route corridor changes from Default (10 NM each side of the route) to 
Oceanic (25 NM each side of the route) at and along FIR/UIR boundaries.

FIGURE 2: Route Corridor Change shown in Route List and on enroute map
© 2018 Jeppesen, All Rights ReservedMobile FliteDeck Release Notes
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Viewing Details from the Route List

Viewing map object details from the Route List is as simple as tapping an object. 

 To view more details about any item in the Route List:

1. Tap the object in the Route List. 

Mobile FliteDeck selects the object on the map, and displays more details 
about the object. The details available depend on the type of object you select.

2. Tap the X at the top of the details display to dismiss it and return to the Route 
List.

FIGURE 3: Route List with an Operational Note Detail Displayed

Searching the Route List

 To search the Route List:

1. With the Route List open, tap the Search button from the Mobile FliteDeck 
toolbar.

2.  Enter text in the search field to begin a predictive search. 

Mobile FliteDeck begins searching after you enter two characters and refines 
results as you type. 

3. When Mobile FliteDeck indicates the number of results on the Search Results 
button and highlights objects matching the search query in the Route List, you 
can do one of the following:

• Scroll the Route List and tap the highlighted search result from the Route 
List. Any object or text that meets the search query highlights in the Route 
© 2018 Jeppesen, All Rights Reserved Mobile FliteDeck Release Notes
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List. If text matching the search query is in the body of a note, the matching 
text surfaces in the Route List for that note.

FIGURE 4:  Search query matches text in the body of a note

4. Tap the Search Results button and refine the results by tapping a category 
tab.

When you tap a search result, Mobile FliteDeck closes the search results 
popover, selects the object, centers the viewable map area over the object, 
and displays details about the object.

5.  Tap the X at the top of the details display to dismiss the details.

6. Tap the Cancel button on the Mobile FliteDeck toolbar to clear any text in the 
Search field and close the enroute search.

Integrated Publications
With this release, Mobile FliteDeck provides Jeppesen Standard Airway Manual 
text in a fully indexed and searchable format. Now integrated within the app, you 
can view Standard Airway Manual text from within the app instead of in a PDF 
document that must be opened in another PDF reader app.

The Pubs tab, accessed from the Route List button, provides access to a list of 
publications available to you - Route Notes; Jeppesen Airway Manuals, by region; 
Company Manuals, if any; and Enroute Change Notices. 

Viewing Jeppesen Airway Manuals

Mobile FliteDeck provides fully indexed and searchable Jeppesen Standard 
Airway Manual text, including Route Notes.

 To view Jeppesen Airway Manual text:

1. Tap the Route List button while viewing the enroute map to open the Route 
List.

2. Tap the Pubs tab, if it is not already selected. 

Mobile FliteDeck displays a list of publications for the last viewed category of 
information. You might need to tap the [ <  ]  Back button until you return to a 
list of publications.
© 2018 Jeppesen, All Rights ReservedMobile FliteDeck Release Notes
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3. Tap the Region flyout from the list. 

4. Under Documents, tap the Airway Manual title flyout.

Mobile FliteDeck displays the top level sections of the Airway Manual.

5. Scroll through the list, and tap a topic flyout. 

Mobile FliteDeck displays a list of subtopics for that topic.

6. Tap the desired content title from the list.

Mobile FliteDeck opens the content viewer and displays the content. 

• You can scroll the content, or you can tap the Expand Content button to 
expand the content viewer to full screen.

• You can swipe the handle up and back down from the bottom of the content 
viewer to view the information and the map. 

• To close the content viewer, tap the X at the top of the display.

FIGURE 5: Pubs tab > Pacific Region > Pacific Airway Manual -Tables and Codes - 
Australian Organized Track Structure (AUSOS)

Viewing Enroute Change Notices

Enroute Change Notices highlight significant changes affecting Jeppesen 
navigation data that may be utilized by your aircraft flight management system. 
These change notices include significant information changes affecting enroute 
area environments. Entries are published until the temporary condition no longer 
exists, or until the permanent change is made to the database.

 To view Enroute Change Notices:

1. Tap the Route List button while viewing the enroute map to open the Route 
List.

2. Tap the Pubs tab, if it is not already selected. 

Mobile FliteDeck displays a list of publications for the last viewed category of 
information. You might need to tap the  [ <  ]  Back button until you return to a 
list of publications. 
© 2018 Jeppesen, All Rights Reserved Mobile FliteDeck Release Notes
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3. Tap the Region flyout from the list.

4. Under Documents, tap Enroute Change Notices.

5. Tap the Region from the list to select it.

Mobile FliteDeck opens the content viewer and displays the content. 

• You can scroll the content, or you can tap the Expand Content button to 
expand the content viewer to full screen.

• You can swipe the handle up and back down from the bottom of the content 
viewer to view the information and the map. 

• To close the content viewer, tap the X at the top of the display.

• Tap the Share button to share the file with another application of your 
choice.
 

FIGURE 6: Pubs tab > Pacific Region > Enroute Change Notices > EFB-PACIFIC 

On Demand Change Notices

You can view the most recent change notices by tapping the jeppesen.com link 
at the bottom of the Enroute Change Notices list. On Demand Change Notices are 
updated on a daily basis and provide an option for you to search for a single 
airport or FIR.

NOTE:  Always check for pertinent NOTAMs prior to flight.

Viewing Company Manuals

If your company subscribes to Jeppesen document management services, your 
company documents may also be available from the Pubs tab. 

Contact your company or Jeppesen account manager for more information about 
credentials required to access company manuals.

 To view a company document:

1. Tap the Route List button from the enroute map to open the Route List.

2. Tap the Pubs tab, if it is not already selected. 
© 2018 Jeppesen, All Rights ReservedMobile FliteDeck Release Notes
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Mobile FliteDeck displays a list of publications for the last viewed category of 
information. You might need to tap the [ <  ]  Back button until you return to a 
list of publications. 

3. Tap the Company Manuals flyout.

Mobile FliteDeck displays a list of Company Manuals.

4. Tap a manual to select it. 

Mobile FliteDeck opens the content viewer and displays the content. 

• You can scroll the content, or you can tap the Expand Content button to 
expand the content viewer to full screen.

• You can swipe the handle up and back down from the bottom of the content 
viewer to view the information and the map. 

• To close the content viewer, tap the X at the top of the display.

• Tap the Share button to share and open the manual with a PDF reader or 
another application of your choice.

NOTE: You can use a four-finger swipe to move between another open 
application and Mobile FliteDeck.

Viewing Route Notes

Not all notes are considered operational notes - that is, not all notes are 
associated with a boundary or navigation object and appear in the Route List. 

Route Notes, which are a combination of contingency and reference notes 
relevant to your route, are available from the Pubs tab. 

• Contingency notes provide information, plans or procedures to adhere to in the 
case of an in-flight emergency or other unexpected event such as severe 
weather and other Air Traffic situations. 

In prior Mobile FliteDeck releases, these notes were available from the Notes 
button. On pre-composed, paper enroute charts, these notes are available on 
the end panels.

• Reference notes are more generic in nature and provide procedural and 
reference information, or acts as a pointer to the Jeppesen Airway Manual text 
pages.

In prior Mobile FliteDeck releases, these notes were also available from a 
Notes button. On pre-composed, paper enroute charts, these notes are 
available on the end panels.
© 2018 Jeppesen, All Rights Reserved Mobile FliteDeck Release Notes
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 To view Route Notes:

1. Tap the Route List button from the enroute map to open the Route List.

2. Tap the Pubs tab, if it is not already selected. 

Mobile FliteDeck displays a list of publications for the last viewed category of 
information. You might need to tap the  [ <  ]  Back button until you return to a 
list of publications. 

3. Tap the Route Notes flyout.

Mobile FliteDeck displays a list of Contingency and Reference Notes. 

4. Tap a note to select it. 

FIGURE 7: Pubs tab > Route Notes - Contingency > SPECIAL PROCEDURES FOR 
INFLIGHT CONTINGENCIES IN OCEANIC AIRSPACE - PACIFIC 

Mobile FliteDeck opens the content viewer and displays the note. 

• For longer notes, you can scroll the note, or you can tap the Expand 
Content button to expand the content viewer to full screen.

• You can also swipe the handle up and back down from the bottom of the 
content viewer to view the note and the map. 

• To close the content viewer, tap the X at the top of the display.

NOTE: You can access contingency and reference notes from the Pubs tab with 
or without a route entered by selecting a region and then scrolling the list.
© 2018 Jeppesen, All Rights ReservedMobile FliteDeck Release Notes
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Searching Publications

When you perform a search from the enroute map, Mobile FliteDeck searches the 
map, the Route List, and text in all notes and Jeppesen Airway Manuals. Mobile 
FliteDeck does not search text in company manuals.

 To search publications:

1. Tap the Route List button from the enroute map to open the Route List.

2. Tap the Pubs tab.

3. Tap the Search button from the Mobile FliteDeck toolbar.

4. Enter text in the search field to begin a predictive search.

Mobile FliteDeck begins searching after you enter three characters and refines 
results as you type. Mobile FliteDeck indicates the number of results on the 
Search Results button, places a magenta dot next to any publication 
containing the search query, and highlights the text contained in any note that 
matches the search query.

5. To view the search results, tap the Search Results button and refine the 
results by tapping the Pubs category tab. 

.

FIGURE 8: Search Results - Pubs Tab

6. Scroll the list and tap a search result. 

Mobile FliteDeck displays the search result text in the content viewer.

7. Tap the Cancel button to clear any text in the Search field and close the 
enroute search.
© 2018 Jeppesen, All Rights Reserved Mobile FliteDeck Release Notes
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Display of Organized Track Systems

Mobile FliteDeck can display data for North Atlantic Tracks (NAT), Pacific 
Organized Track System (PACOTS), and Australian Organized Track Structure 
(AUSOTS). Flex Tracks, which are a part of PACOTS, also display.

FIGURE 9: North Atlantic Track with an active flight displayed

To display Organized Track Systems, the following conditions must be met:

• Display Organized Track Systems (OTS) is set to ON in Mobile FliteDeck 
global settings.

• You are viewing the enroute map in either the High IFR or the Low IFR enroute 
theme.

• Show Organized Tracks is selected in the Airways map object filter menu.

NOTE: Jeppesen recommends that you have Internet connectivity the first time 
that you switch Display Organized Track Systems to ON in Mobile 
FliteDeck  global settings.

Retrieving Organized Track System Data

With an Internet connection and Display Organized Track Systems set to ON in 
Mobile FliteDeck global settings, Mobile FliteDeck attempts to retrieve Organized 
Track System data on a 30-minute interval and when any of the following occurs: 

• You launch Mobile FliteDeck.

• Mobile FliteDeck wakes up from sleep mode.

• You switch Show Organized Tracks to ON in the Airways filter menu.
© 2018 Jeppesen, All Rights ReservedMobile FliteDeck Release Notes
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Viewing Track Details

From either the High or Low enroute theme, you can filter organized track system 
data ON and OFF from the Airways map object filter menu. Mobile FliteDeck 
displays the last time the Organized Track System data was updated from the 
Airways map object filter menu. 

Although the show and hide status of Organized Tracks is controlled with the 
Airways map object filter button, Organized Tracks can be viewed on the enroute 
map at higher zoom levels than other airways. For more information, see  Enroute 
Map Object - Default Zoom Level Display on page 16.

From the map, Mobile FliteDeck displays: 

• The track identifier. 

• The defining waypoint, which can be a named waypoint or a latitude/longitude 
waypoint. 

• A color coded track line that indicates directionality. 

- West to East set is purple.

- East to West set is orange.

Tapping an organized track from the enroute map displays additional details 
about the track, including the flight level assigned to the track.

Mobile FliteDeck displays Organized Track System data for the most current track 
message data it has received for future effective and current tracks.

FIGURE 10: North Atlantic Track Info - West | F track details

Mobile FliteDeck does not display expired tracks, and will not retain expired OTS 
data (track message data). Mobile FliteDeck does not export the Track Data 
Message.

NOTE: Always check track effectivity time with current Zulu time.

When you filter Show Organized Tracks to OFF in the Airway map object filter, 
and a track ident is part of your route, the OTS tracks and information outside your 
route are removed. Your route and route points identifying the track remain on the 
map.
© 2018 Jeppesen, All Rights Reserved Mobile FliteDeck Release Notes
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Additional Enroute Map Object Filters

As with previous versions of Mobile FliteDeck, you can control the display of map 
objects by customizing the map object filters menu.

Also note, as always, when a route is entered, Mobile FliteDeck displays any 
object that is part of the route - regardless of the object’s show/hide status, 
enroute theme, or zoom level.

The following table includes new OTS data and the default settings that govern 
when enroute map objects appear (if they are set to show) at specific zoom levels 
and enroute themes.

TABLE 2: Enroute Map Object - Default Zoom Level Display 

About New Enroute Map Object Filter
The new filter available with Mobile FliteDeck is under the Airports map object 
button.

•  Airways - Display Organized Track Systems (OTS)

When Display Organized Track Systems is set to ON in Mobile FliteDeck 
global settings, you can filter Show Organized Tracks to ON or OFF when 
viewing the map in either High or Low IFR enroute themes. For more informa-
tion, see Display of Organized Track Systems on page 14.

Enroute Map Object High IFR Low IFR  VFR

Airports 160 nm/in 80 nm/in 80 nm/in

Airways (with exception of OTS) 80 nm/in 40 nm/in 40 nm/in

Organized Track Systems (OTS) 640 nm/in 640 nm/in Never

Waypoints 20 nm/in 20 nm/in 20 nm/in

Navaids 80 nm/in 40 nm/in 40 nm/in

Airspace 80 nm/in 40 nm/in 40 nm/in

Terrain 200 nm/in 200 nm/in 200 nm/in

Cultural Information Never Never Always
© 2018 Jeppesen, All Rights ReservedMobile FliteDeck Release Notes
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Improved SID and STAR Entry
With this release, you can now more easily add SID and STAR procedures to your 
route. 

To add a SID or STAR procedure, tap the SID or STAR button next to the origin 
and destination airports in the Flight Drawer and follow the prompts. You can edit 
the procedure in the same way.

Mobile FliteDeck enables the SID and STAR buttons when valid airports are 
entered and have associated SIDs or STARs.

Once added, transition points are depicted on the enroute map by a dashed line 
and a label that identifies the procedure along the dashed line.

NOTE: Mobile FliteDeck depicts SID and STAR transition points on the enroute 
map to support situational awareness. Always brief the SID or STAR 
terminal procedures.

Display of Ownship on SID and STAR Charts
D In this release, Mobile FliteDeck introduces support for the display of ownship on 

SID and STAR charts. This functionality is enabled in Mobile FliteDeck global 
settings.

NOTE: The display of ownship is supported only on geo-referenced, or to-scale, 
SID and STAR charts. Geo-referenced charts are identified by the tic-mark 
that appears on the edge of a chart.
© 2018 Jeppesen, All Rights Reserved Mobile FliteDeck Release Notes
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GPS Minimum Accuracy Requirement Improvements
D

GPS minimum accuracy requirements for the display of ownship have been 
improved. The minimum GPS accuracy requirements to display ownship are now:

• Enroute map = 600 meters

• Approach charts = 200 meters

• SID and STAR charts = 200 meters

• Taxi (10-9) charts = 25 meters

Mobile FliteDeck displays the GPS source used by the iPad at the bottom of the 
GPS Status popover.

Ownship Refinements
When ownship is set to display in Mobile FliteDeck global settings, your aircraft is 
moving, and minimum requirements for GPS are met, Mobile FliteDeck displays 
an ownship symbol (without a circle around it). The front tip of the ownship symbol 
corresponds to your aircraft location.

When ownship is set to display in Mobile FliteDeck global settings, your aircraft is 
not moving, or minimum requirements for GPS are not met, Mobile FliteDeck 
displays a magenta circle to indicate aircraft location. The center of the circle 
corresponds with your present position.

Additional Highlighting Color

In addition to the existing green color highlight, Mobile FliteDeck provides another 
highlighting color for you to choose from. To highlight information on a chart:

• Tap the Highlight button. 

In highlight mode, your finger acts as a highlighter on the map. 

• Tap the Color Selector button above the highlight button to switch between 
the two colors. The selected color displays in the foreground. 

• Tap the Highlight button again to exit highlight mode or tap one of the 
following buttons:

• Clear All button to clear all highlights. 

• Undo button to remove the last highlight. 

NOTE: Highlights are not shared with the flight information when you share flight 
information from one iPad to another.
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Lock Screen Notifications

 With Moving Map or Display Ownship in Mobile FliteDeck global settings are set 
to ON, you can direct Mobile FliteDeck to use the Notification Center to deliver 
Lock Screen notifications to your iPad.

 To receive Lock Screen notifications:

1. Tap the Settings icon on the Home Screen.

2. Select JeppFD.

3. Tap the Notifications flyout.

4. Switch Allow Notifications to ON.

5. Switch Show on Lock Screen to ON, and set any other notification prefer-
ences. 

When Notifications and Show on Lock Screen are allowed, for example, and 
your iPad is asleep, or you are using another app, Notifications can light up your 
iPad screen alerting you that you have reached a boundary line with a prior notifi-
cation associated with it. 
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Issues Resolved

Mobile FliteDeck 3.0.1

This release corrected a miscellaneous issue.

Mobile FliteDeck 3.0

The following issues were resolved in Mobile FliteDeck 3.0.

• Corrected issue related to significant battery drain and the display of ownship.

• Resolved issue related to having multiple subscriptions and when an airport is 
removed from one of the coverages  a reference to the airport remains, but no 
chart data is available.

• Corrected an issue related to the app closing when rotating the iPad to 
landscape view from portrait view while the keyboard is open. 

• Resolved an issue of ownship representation changing in size under certain 
conditions.

Known Limitations

This section describes the known limitations to Mobile FliteDeck 3.0.1. 

Badging Inconsistency Related to Manuals

Issue: Upon update to v3.0, Mobile FliteDeck downloads new integrated publica-
tions (manuals in HTML format) for the current cycle, but the Updates screen for 
manuals will also indicate that manuals for the next cycle are also available. 
Mobile FliteDeck will not display an Update badge that manuals are available for 
download in the next cycle. 

Workaround: None. It is important to note, however, that the manuals for the next 
data cycle will be available for download and Mobile FliteDeck will display an 
Update button when the manuals become available.

Error Not Displayed When Route Airports Not Found in New Database

Issue: When you have an active route and switch to another available enroute 
database that does not contain route airports, Mobile FliteDeck does not display 
an error in the Flight Drawer that indicates that the route points (airport ICAOs) 
cannot be found.

Workaround: When there is another available enroute database, always review 
your route after switching to another database.
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Loaded Flight Plan Route May Create Duplicate ICAO Labels

Issue: When you load a flight plan route that contains points that are not in the 
current enroute database, the name of the airports may display multiple times on 
the enroute maps.

Workaround: None. 

Specific Route Point Cannot be Deleted from Alternates Field

Issue: When entering the string “PöMETSRIED” a duplication occurs in the 
Alternate Airport field and cannot be deleted. 

Workaround: You can enter "Ohlstadt" instead. 

Some VFR Route Objects Do Not Display Within Route Corridor

Issue: When viewing your route in VFR enroute map theme, some VFR route 
objects associated with Operational Notes do not display within the route corridor. 

Workaround: When appropriate object filters are enabled, all map objects  
display as expected within the route corridor.
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